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Fitting the Turret obp Quickshift

(Citroen Saxo / Peugeot 106, 206 & 306)

1. Remove all plastic interior from around the gear stick.

2. Unscrew gear knob and remove the gaiter.

3. Undo the 4 bolts holding the nylon ball in. Keep the rubber seal in place.

NB Note the position of the nylon ball before proceeding with step 4 

4. The nylon ball attached to the gear lever must be cut away so that the gearstick can slide up and down freely.
5. Slide the first of the two collars supplied with your obp Quickshift onto the gear lever with the larger diameter side facing downwards. If the collar is placed higher than the nylon ball it will shorten the gear shift. Secure in position using the grub screws.

NB If this collar is placed too high then the gear linkages will foul the exhaust. It can be adjusted up and down to get your ideal setting. 

6. Fit the new obp Quickshift alloy housing with the gear lever passing through the centre.

7. Pull the gear lever up until the first collar slots into the obp Quickshift housing.

8. Attach the 2nd collar onto the gear lever with the larger diameter side facing upwards. The smaller diameter side will slot into the obp quick shift housing ensuring a perfect fit. Hold in position using the grub screws.

NB Check at this stage whether the gear lever is securely held in place. There should not be any movement up and down. 
9. Bolt down the obp Quickshift and check that all gears can be selected and that the exhaust does not foul the gear linkages.

10. Replace the gear knob

11. To fine tune your obp Quickshift - move the first collar down to increase the gear throw, or up to shorten the gear throw. Once positions are finalised, secure the collars with the grub screws and thread locking fluid.

PLEASE NOTE: when fitting this item please use thread lock such as Loctite to secure the grub screws in place. Failure to do so may result in your gear lever working loose under use.
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